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Konfiguracia prostrednictvom zakladne

Stlacte a podrzte modré tlacidlo na zakladni.

Gigaset A5101P

Na obrazovke telefonu sa vam zobrazi konfiguracna stranka zakladne. Danu IP adresu zadajte do
adresného riadka vasho prehliadaca.
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< 192.168.0.122
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Konfiguracia prostrednictvom zakladne

Po nacitani stranky zadajte vas PIN. Povodny PIN je 0000. V pripade, ak ste si PIN zmenili, bude
potrebné sa prihlasit pomocou vasho nového PIN kédu.

:
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Welcome

You can use this interface to administer
your device. For your security, the
configuration program is protected with
the system pin.

Language for menus and dialogs

Please enter your system pin

I || ST

V nasledujicom kroku kliknite na poloZku ,,Settings™

= Settings ==

In Changing the Settings, you can fully adapt all features
and functions of your device to your needs. It is
recommended to consult the user manual in the internet
for detailed information on each setting.

= Status
In the Status section, you can review important
information about your device and your network.
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Konfiguracia prostrednictvom zakladne

Vyberte polozku ,Telephony”, kde sa nachadza pod menu ,,Connections”. V nasledujicom kroku
oznacte policko ,,Active” privolbe IP1 a kliknite na ,,Edit".

Home Settings Status
IP Configuration 1P Connection
TS ik
Number Assignment 2
Call Forwarding
Dialling Plans. 3
Network Mailbox
Advanced Settings 4.
Messaging .
Services :
Handsets 6.
Miscellaneous
Gigaset.net
Fixed Line Connection

Log Off
7
Name / Provider Suffix Status Active
L n e
v <fmm

r: Daats g
Other Provider
P3 Disabled Edit ]
Other Provider
P4 #4 Disabled Edit U
Other Provider
i .
Other Provider
e Dbt -
Other Provider
Name Suffix Status Active
Ot " D =

Kliknite na ,.Select VoIP Provider”, vyberte poskytovatela ,.Slovanet” a zadajte vade pristupové
Gdaje. Po vyplneni pristupovych tdajov kliknite v spodnej €asti stranky na ,.Set”. Nastavenia

sa uloZia.

IP Configuration
Telephony

1. IP Connection

Audio Connection Name or
Number Assignment o
Call Forwarding Auto Configuration
Dialling Plans
Network Mailbox
Advanced Settings Auto Configuration Code:
Messaging
Services
Handsets
Miscellaneous Provider:
Personal Provider Data

Authentication Name:
Authentication password:
Username:

Display name:

www.slovanet.sk

7
You can replace the default name with a name or the actual
phone number to distinguish this connection.
P1
If your provider y de, you
can use it to start the he
Start Auto Configuration

Slovanet Select VolP Provider -

Vaie telefénne &islo
Vaie heslo
Vaie telefénne islo

Vaie telefénne Eislo

[ Show Advanced Settings
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Konfiguracia prostrednictvom zakladne

Kliknutim na ,.Show Advanced Settings™ sa vdm zobrazia rozéirené nastavenia servera.
V pripade, ak sa vdm nestiahla konfiguracia automaticky zo servera, odporu¢ame upravit
nastavenia nasledovne:

General Provider Data

Domain: sip.slovanet.net

Proxy server address:

Proxy server port: 5060

Registrar server: sip.slovanet.net

Registrar server port: 5060
Registration refresh time: 3600  Sec

Network

STUN enabled: () Yes (e No

STUN server: [ -
STUN port: ,W
STUN refresh time: 240  sec
NAT refresh time: [ 0 sec

Outbound proxy mode: () Always () Auto (e) Never

Outbound proxy: [

Outbound proxy port: [ 5060 k

I Set | I Cancel I I Delete
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Konfiguracia prostrednictvom zakladne

Postupujte do pod menu ,,Number Assignment”. V ¢asti ,,Default Connection” zvolte , Linetype
for outgoing calls” a vyberte ,VolP“.

V &asti ,Call Manager” vyberte ,,Handset INT1“, nasledne pre volbu ,,IP1“ oznacte ,,Outgoing™
a . Incomming calls”.

Home Settings Status. Log Off
»
IP Configuration Default Connection ]
Telephony Linetype for outgoing calls: () VoIP () Fixed Line
Connections
Automatic Fallback to Fixed () Yes (s No
Line:
Call Manager
Call Forwarding "
Dialling Plans et e
Network Mailbox Connections ~ UseCall  Handset
B Manager
Advanced Settings 1 ] INT1 v | <
Messaging
Services
Handsets For each handset select the linetype for outgoing VoIP calls and also one or more
N connections for incoming calls.
= INT1  Connections for for
calls calls
P 0] @
Gigaset.net
Fixed Line v
INT2  Connections  for for
outgoing  incoming
calls calls
1P1 O] ]
Gigaset net
Fixed Line %
INT3  Connections  for for
outgoing  incoming
calls calls
2] O} v
Gigaset net v
Fixed Line v
[ s ]

SIEMENS

Po kliknuti na ,,Set™ sa vaSe nastavenie uloZi a méZete vyuzivat nadu telefonnu sluzbu.
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Slovanet, a. s.

Zahradnicka 151
821 08 Bratislava

Technicka podpora

02 /208 28 208, volba ¢. 2.
technickapodpora@slovanet.net

Informacie o produktoch
0800 608 608

Volajte na nasu zakaznicku linku: 02/208 28 208




